
Group 3

Instructions:
1. [bookmark: _GoBack]Form small groups.
2. Read your section of the Fumigation Management Plan template, presented on the following pages. (5 min)
3. As a group, discuss any potential difficulties you might encounter completing the section in your organization. (10 min)
4. In plenary: (5 min)
· Briefly describe the type of information requested in your section.
· Tell us about any difficulties you expect.
Compliance Activity 1.2 - FMP
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Equipment and Supplies
	K. NUMBER OF SHEETS, SAND SNAKES AND TRAYS REQUIRED

	REQUIRED ACTION: 
	Quantity Required

	K1. Determine number of fumigation sheets required (note that joining sheets requires a 1(one) meter overlap, tightly rolled & then clipped or weighted. If clips are used, they must be applied every 20cm.)
(Indicate number & size of sheets, standard 18meterX12meter sheets preferred)
	

	K2. Determine length of sand snakes required (double rows must be used) (in meters)
	

	K3. Determine number of phosphine tablet trays required
	



	L. CONDITION, QUANTITY & ADEQUACY OF EQUIPMENT & SUPPLIES

	FUMIGATION MAY NOT PROCEED UNLESS ALL ANSWERS ARE “YES” 

	CONFIRM THAT: 
	Y
	N
	Confirming Initials

	L1. Required quantity of sheets (K1) meeting specifications (M1) are available
	
	
	

	L2. Required length of sand snakes (K2) are available
	
	
	

	L3. Required number of tablet trays (K3) are available
	
	
	

	L4. Respiratory equipment and protective gear meeting specifications (M2) are available FOR THE FULL TEAM and all personnel can achieve a complete face seal. No one enters the fumigation area without protective gear.
	
	
	

	L5. (1) Dry, clean cotton gloves in good condition; (2) rubber boots; (3) liquid-tight coveralls are available FOR THE FULL TEAM
	
	
	

	L6. Detection (monitoring) equipment meeting specifications (M3) is available to monitor HAZARD
	
	
	

	L7. Detection (monitoring) equipment meeting specifications (M3)  is available to monitor EFFICACY
	
	
	

	L8. Warning signs (placards) IN APPROPRIATE LANGUAGES and WITH APPROPRIATE PICTOGRAMS and compliant with host country regulations (if any) are available in quantity required by plot (I6)
	
	
	

	L9. Required quantity of fumigant (E3) is available 
	
	
	



	M. SPECIFICATIONS FOR SHEETS, RESPIRATORY & DETECTION EQUIPMENT 

	M1. FUMIGATION SHEETS

	Sheets must be: 
· resistant to ultraviolet light 
· tear-resistant along BOTH length and width
· of material impermeable to phosphine (gas loss must be less than 1 mg/day/m2
· in good condition with ALL holes and tears mended with material-specific adhesive and patch. 
· light enough to carry (200-250g/m2) a full standard-size (18mX12m) sheet
250-micron (0.25mm) thickness PVC sheet, PVC on a nylon or terylene scrim, or multi-layer thin-film laminates are all acceptable. 
Thin coatings on widely woven materials and annealed polypropylene sheets NOT acceptable.

	M2. RESPIRATORY PROTECTION

	Properly maintained canister-type full facemask respirator. The canister must (1) be rated to protect against phosphine, (2) not expired, (3) not damaged, and (4) canisters previously used must not be opened more than 6 months ago & not have exceeded their rated time-in-use. 
OR 
Properly maintained self-contained breathing apparatus.(SCBA) 
Other varieties of respiratory protection may be acceptable, see PEA Annex A-3. NOTE. Canister/cartridge type respirators are NOT adequate to enter a fumigation enclosure (e.g. go into a sheeted container)

	M3. MONITORING EQUIPMENT

	All equipment must be properly calibrated and maintained. Detector tubes, if used, must NOT be expired. Efficacy monitoring equipment must be able to read in the 200-500ppm + range. Hazard monitoring equipment must be able to accurately read in over the 0.3-3ppm + range. 
See PEA Annex A-3 for more information


	N. RESPIRATORY AND DETECTION EQUIPMENT

	Required Action: Complete log of all Respiratory and Detection Equipment.  

	DESCRIPTION e.g., Canister Respirator
	Manufacturer & Model #
	Manufacture Date (If Known)
	Serial Number

	
	
	
	

	
	
	
	

	
	
	
	


*Note: advance notice of 24 or more hours may be required by country laws or regulations.
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